


CITY OF CRYSTAL 
 

PROPOSED CONDITIONAL USE PERMIT AND SITE PLAN APPLICATION FOR 
PRESCRIPTION LANDSCAPE 

 
PUBLIC HEARING NOTICE 

7:00 P.M. ON MONDAY, DECEMBER 12, 2016 
CRYSTAL CITY HALL (4141 DOUGLAS DR N) 

 

The Crystal Planning Commission will consider a Conditional Use Permit (CUP) and Site 

Plan application from Prescription Landscape to construct a 60-space parking lot at 

7323 – 33rd Avenue North (site of an existing single-family home to be demolished) and 

a private fueling station at the existing Prescription Landscape property at 3231 Nevada 

Avenue North. 

 

General summary of the proposal: 

 Prescription Landscape has purchased the existing single-family home at 7323 - 33rd 
Avenue North adjacent to Prescription’s main office location at 3231 Nevada Avenue North.   

 The home is proposed to be demolished and in its place Prescription would construct a 60-
space parking lot for their employees on the property.  Currently there are 5 parking spaces 
on Prescription’s property.  Based on zoning regulations, the maximum number of parking 
spaces allowed on the property is 18 spaces.  A CUP is required to allow a total of 65 
parking spaces on the property.    

 Prescription is also proposing to construct a private fueling station at their property at 3231 
Nevada for the sole use of their employees.  This fueling station would be located behind 
their main building facing Nevada, and would be screened from view by that building.    

 
The public is invited to view the proposal at Crystal City Hall during normal business hours or on 
the city website at www.crystalmn.gov/city_departments/land_use_applications.php.  The 
Planning Commission staff report will be available for viewing after December 9th at the same 
weblink.     
 

To discuss the proposal or submit written comments for the record, please contact Dan 
Olson, City of Crystal, 4141 Douglas Dr. N., Crystal, MN 55422, dan.olson@crystalmn.gov or 763-
531-1142. 
 

To speak directly to the Planning Commission, please attend the public hearing on Monday, 
December 12, 2016 at 7 p.m. at Crystal City Hall. 
 
LEGAL NOTICE: Notice is hereby given that the Planning Commission of the City of Crystal 
will meet on December 12, 2016 at 7:00 p.m. at Crystal City Hall, 4141 Douglas Drive North, in 
said City, to consider a Conditional Use Permit and Site Plan Application for Prescription 
Landscape to construct a 60-space parking lot at 7323 - 33rd Avenue North and a fueling 
station at 3231 Nevada Avenue North.  After holding the public hearing, the Commission is 
expected to make a recommendation to the City Council for their meeting on Tuesday, 
December 20, 2016.  Persons desiring to be heard are invited and encouraged to attend the 
public hearing.  Persons unable to attend may submit written comments prior to the date of the 
hearing to: Dan Olson, City of Crystal, 4141 Douglas Dr N, Crystal MN 55422.  Auxiliary aids 
for handicap persons are available upon request at least 96 hours in advance.  Please call the 
City Clerk at 763-531-1145 to make arrangements.  Deaf and Hard of Hearing callers should 
contact the Minnesota Relay Service at 800-627-3529 V/TTY or call 711 to be connected to a 
TTY. 

http://www.crystalmn.gov/city_departments/land_use_applications.php
mailto:dan.olson@crystalmn.gov
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Party Responsible for Long Term Operation and Maintenance of the Site - OWNER Prescription Landscape                   Ryan Foudray, President3231 Nevada Ave.                           (651) 379-4712Crystal, MN 55427                           ryanfoudray@rxlandscape.comParty Responsible for Implementation of the SWPPP - CONTRACTOR (TBD)Construction Dates:    Spring/Summer 2017Surface Area TabulationProject DescriptionThe project consists of the construction of a new off-street parking lot, fueling station, and dry stormwater pond.Permanent Site DrainageStormwater runoff from the proposed off-street parking lot will be collected by a double catch basin and directed to the stormwater pond for rate control.  Excess stormwater from the access driveway will discharge to an existing catch basin on 33rd Ave.AmendmentsAmend the SWPPP as necessary to address any changes in design, construction, operation, maintenance, weather or seasonal conditions that have a significant effect on discharge of pollutants to surface or underground waters; or to address concerns identified during inspections or investigations by OWNER or MPCA.Record RetentionThe SWPPP, all changes to it, and inspection and maintenance records must be kept on-site during construction. The OWNER must retain a copy of the SWPPP along with the following records for three (3) years after submittal of the Notice of Termination.  1. Any other permits required for the project; 2. Records of all inspection and maintenance conducted during construction; 3. All permanent operations and maintenance agreements that have been implemented, including all right of way, contract, covenants and other binding requirements regarding perpetual maintenance; and 4. All required calculations for design of the temporary and permanent stormwater management systems.

hecme0422
Text Box
EROSION AND SEDIMENT CONTROL PRACTICESAll exposed soil areas must have temporary erosion protection (erosion control blanket, mulch, seed, sod) as soon as possible or within 7 days after the construction activity in that portion of the site has temporarily or permanently ceased.  CONTRACTOR shall implement appropriate construction phasing, vegetative buffer strips, and other construction practices that minimize erosion when practical. The normal wetted perimeter of any temporary or permanent drainage ditch that drains water from the construction site, or diverts water around the site, must be stabilized within 200 lineal feet from the property edge, or from the point of discharge to any surface water.  Stabilization must be completed within 24 hours of connecting to a surface water.  Pipe outlets must be provided with temporary or permanent energy dissipation within 24 hours of connection to a surface water.The following measures will be taken as sediment control practices in order to minimize sediments from entering surface waters:  1. Installation of perimeter silt fence in the locations shown on Sheet C-202 prior to site disturbance. Perimeter sediment control         structures shall be installed as shown in details on Sheet C-801.  2. Installation of inlet protection in the locations shown on Sheet C-202 prior to site disturbance. Inlet protection shall be installed       as shown on Sheet C-802.  3. Construction of rock construction entrances in the locations shown on Sheet C-202.  The rock construction entrances shall be        constructed as shown on Sheet C-801 to prevent tracking of sediment offsite.   4. Street sweeping of tracked sediment when necessary.  Temporary Sediment BasinBecause this project will not disturb greater than 5 acres, a sedimentation basin is not required.DewateringTurbid or sediment-laden water must be discharged to an onsite sedimentation basin, or treated with the appropriate BMPs, such that discharge does not adversely affect the receiving water.  Ensure that discharge points are adequately protected from erosion and scour.  CONTRACTOR responsible to develop and submit dewatering plan to engineer, secure any required permits, and comply with permits.Final Stabilization All areas disturbed by construction will be stabilized by installing erosion control blanket and receive seed according to the plans and specifications and within the specified vegetative time schedule.Final stabilization will occur when the site has a uniform vegetative cover with a density of 70% over the entire disturbed area. All temporary synthetic erosion prevention and sediment control BMPs (such as silt fence) must be removed as part of the site final stabilization. All sediment must be cleaned out of conveyances and temporary sedimentation basins if applicable. Notice of Termination (NOT) must be submitted within 30 days of final stabilization.  Before Termination, revegetation establishment and coverage must meet the permit requirements.

hecme0422
Text Box
Pollution Prevention MeasuresSolid WasteSolid waste, including but not limited to, collected asphalt and concrete millings, floating debris, paper, plastic, fabric, construction and demolition debris and other waste must be disposed of properly and must comply with MPCA disposal requirements.  Hazardous MaterialsHazardous materials, including but not limited to oil, gasoline, paint and any hazardous substance must be properly stored including secondary containments, to prevent spills, leaks or other discharge. Restricted access to storage areas must be provided to prevent vandalism. Storage and disposal of hazardous waste must be in compliance with MCPA regulations. Washing of Construction VehiclesExternal washing of trucks and other construction vehicles must be limited to a defined area of the site. Runoff must be contained and waste properly disposed of. No engine degreasing is allowed on site.  Concrete Washout AreaThe contractor shall provide effective containment for all liquid and solid wastes generated by washout operations to prevent runoff to surface waters.  Liquid and solid wastes must be disposed of properly in compliance with MPCA rules.

hecme0422
Text Box
IMPAIRED WATERS, SPECIAL WATERS, AND WETLANDSThis Project is not located within 1 mile of a special water.This Project is located within 1 mile of an impaired water (Figure 2 this sheet):     Unnamed Creek impaired for E.coli.Because of the proximity of the project to an impaired water during construction:    1. All exposed soil areas must be stabilized as soon as possible to limit soil erosion but in no case later than 7 days after the construction activity in that portion of the site has temporarily or permanently ceased.    2. Temporary sediment basins are required to handle runoff for common drainage locations that serve an area with 5 or more acres disturbed at one time. This Project will not impact wetlands.ESTIMATED EROSION CONTROL QUANTITIES

hecme0422
Text Box
InspectionsThe inspection log will be completed by the CONTRACTOR for the construction site. Inspections at the site will be completed as follows: Once every seven (7) days during active construction and, Within 24 hours after a rainfall event greater than 0.5 inches in 24 hours. The individual performing inspections must be trained as required by part IV.E of the Permit. CONTRACTOR to provide OWNER with proof of training. Inspections must include stabilized areas, erosion prevention and sediment control BMPs, and infiltration areas. Corrective actions must be identified and date of correction must be noted as identified in Section IV.E. of the Permit.
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AutoCAD SHX Text
1. THE BEARING SYSTEM USED IS BASED ON THE PLAT OF ROBBINSDALE GARDENS 2ND ADDITION. 2. THE CONTRACTOR SHOULD EXPECT THE POSSIBILITY OF FINDING TELEPHONE LINES, ELECTRICAL LINES, GAS MAINS, CABLE TELEVISION, AND OTHER PRIVATE UTILITIES. THE CONTRACTOR, IN COOPERATION WITH THE APPROPRIATE UTILITY COMPANY, IS RESPONSIBLE TO VERIFY THE LOCATION, SIZE, AND DEPTH OF ALL UTILITIES PRIOR TO DEMOLITION ACTIVITIES. 3. VERIFY LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO STARTING DEMOLITION OPERATIONS. PROTECT AND REMOVE AS DIRECTED. UNKNOWN UTILITIES MAY EXIST ON SITE. 4. INSTALL EROSION CONTROL MEASURES AS SHOWN. 5. SOIL TRACKED FROM THE SITE BY VEHICLE TRAFFIC IS REQUIRED TO BE CLEANED DAILY (OR MORE FREQUENTLY, AS NECESSARY) FROM PAVED ROADWAY SURFACES THROUGHOUT THE DURATION OF THE PROJECT (INCIDENTAL). 6. INSTALL TEMPORARY 8-FOOT HIGH CHAIN LINK FENCE (WITH LINE DRIVEN POSTS) AROUND ALL CONSTRUCTION OPERATIONS WITH DURATION LONGER THAN ONE DAY. INSTALL LOCKING ACCESS GATE AS NEEDED. 7. ALL ABANDONED UTILITIES SHALL BE SECURELY CAPPED. 8. SAWCUT PAVEMENT AT REMOVAL LIMITS. 9. TREES SHALL NOT BE REMOVED UNLESS NECESSARY FOR DEMOLITION ACTIVITIES. TREES SIGNIFICANTLY DAMAGED BY DEMOLITION ACTIVITY SHALL BE REMOVED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER. REVIEW PROPOSED TREE REMOVAL WITH ENGINEER PRIOR TO REMOVAL OPERATIONS. 10. BACKFILL ALL EXCAVATIONS TO MATCH EXISTING SITE GRADES OR AS SHOWN. 11. CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE, COUNTY, AND CITY PERMITS. 12. A HAZARDOUS MATERIAL EVALUATION WAS COMPLETED AND WILL BE PROVIDED WITH THIS PLAN. 13. STOCKPILE LOCATIONS SHALL BE COORDINATED WITH THE ENGINEER IN THE FIELD.
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1. DEMOLISH AND REMOVE ALL BUILDINGS, INCLUDING, BUT NOT LIMITED TO, THE FOUNDATION, SIDEWALKS, PAVEMENT, SLABS, RETAINING WALL, LIGHT POLES, UTILITIES, AND OTHER SITE FEATURES WITHIN THE CONSTRUCTION LIMITS, UNLESS DESIGNATED TO REMAIN OR DIRECTED BY THE ENGINEER. 2. DEMOLISH AND REMOVE ALL EXISTING ELECTRICAL, GAS, AND OTHER PRIVATE UTILITIES. COORDINATE SHUT-OFF SEQUENCE AND SCHEDULE WITH PRIVATE UTILITY, OWNER, AND ABATEMENT CONTRACTOR. 3. BACKFILL EXCAVATION TO MATCH EXISTING GRADE AND PROVIDE POSITIVE DRAINAGE.

AutoCAD SHX Text
1. SANITARY SERVICES: LOCATE SANITARY SERVICE, REMOVE PIPE TO CONSTRUCTION LIMITS, CAP PIPE WITH PLUG OR BRICK AND MORTAR, ENCASE CAP WITH 1 CY CONCRETE, PLACE METAL FENCE POST PAINTED GREEN AT ABANDON LOCATION BURIED 3 FEET BELOW GRADE AS A WARNING. TIE OFF ABANDON LOCATIONS AND INCLUDE IN RECORD DRAWINGS. 2. WATER SERVICE: LOCATE WATER SERVICE, REMOVE PIPE TO CORP STOP, PLACE METAL FENCE POST PAINTED BLUE AT ABANDON LOCATION BURIED 3 FEET BELOW GRADE AS WARNING. TIE OFF ABANDON LOCATION AND INCLUDE IN RECORD DRAWINGS. COORDINATE WITH CITY SO WATER IS TURNED OFF PRIOR TO STARTING REMOVAL WORK.
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AutoCAD SHX Text
1. TOPSOIL SHALL BE PLACED TO A MINIMUM OF 4" DEPTH OVER ALL DISTURBED AREAS, TOPSOIL SHALL BE PLACED TO A MINIMUM OF 4" DEPTH OVER ALL DISTURBED AREAS, SHOWN TO BE TURF OR LANDSCAPED. 2. THE SITE HAS NOT NECESSARILY BEEN DESIGNED TO BALANCE THE ON-SITE MATERIALS. THE SITE HAS NOT NECESSARILY BEEN DESIGNED TO BALANCE THE ON-SITE MATERIALS. IMPORT OR EXPORT OF SOIL MAY BE NECESSARY TO ACHIEVE THE FINAL GRADE SHOWN ON THE DRAWINGS. 3. PROVIDE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR ALL NATURAL AND PAVED AREAS. PROVIDE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR ALL NATURAL AND PAVED AREAS. 4. THE EXISTING TOPSOIL ON SITE VARIES IN DEPTH. ALL SURFACE VEGETATION AND ANY THE EXISTING TOPSOIL ON SITE VARIES IN DEPTH. ALL SURFACE VEGETATION AND ANY TOPSOIL OR OTHER LOOSE, SOFT OR OTHERWISE UNSUITABLE MATERIAL SHALL BE REMOVED FROM THE IMPERVIOUS AREAS PRIOR TO PLACEMENT OF ANY FILL. 5. ALL SOILS TESTING SHALL BE COMPLETED BY THE OWNER'S GEOTECHNICAL ENGINEER. ALL SOILS TESTING SHALL BE COMPLETED BY THE OWNER'S GEOTECHNICAL ENGINEER. COORDINATING ALL REQUIRED SOIL TESTS AND INSPECTIONS WITH THE GEOTECHNICAL ENGINEER. 6. OWNER AND CONTRACTOR ARE RESPONSIBLE FOR GRADING/COMPACTION OWNER AND CONTRACTOR ARE RESPONSIBLE FOR GRADING/COMPACTION RECOMMENDATIONS PER GEOTECHNICAL EVALUATION REPORT DATED XX, XX  INCLUDING: A. COMPACT BACKFILL, FILL AND SUBGRADE TO RELATIVE COMPACTION (ASTM D 698) AS FOLLOWS: 1) BELOW FOUNDATIONS - 98% STANDARD PROCTOR BELOW FOUNDATIONS - 98% STANDARD PROCTOR 2) BELOW SLABS - 95% STANDARD PROCTOR BELOW SLABS - 95% STANDARD PROCTOR 3) BELOW PAVEMENTS, WITHIN 3 FEET OF SUBGRADE ELEVATIONS - 100% STANDARD BELOW PAVEMENTS, WITHIN 3 FEET OF SUBGRADE ELEVATIONS - 100% STANDARD PROCTOR 4) BELOW PAVEMENTS, MORE THAN 3 FEET BELOW SUBGRADE ELEVATIONS - 95% BELOW PAVEMENTS, MORE THAN 3 FEET BELOW SUBGRADE ELEVATIONS - 95% STANDARD PROCTOR 5) BELOW LANDSCAPE SURFACES - 90% STANDARD PROCTOR BELOW LANDSCAPE SURFACES - 90% STANDARD PROCTOR B. COMPACT BACKFILL, FILL AND SUBGRADE TO WITHIN ±3% OF OPTIMUM MOISTURE FORSANDS AND WITHIN -1% TO +3% OF OPTIMUM MOISTURE FOR SILTY/CLAYEY SOILS.  C. BACKFILL AND FILL SHALL BE SPREAD IN LOOSE LIFTS OF 8 INCHES. (MAX). D. NO SOIL COMPACTION SHALL OCCUR WITHIN STORMWATER POND AREAS. 7. ONSITE EMBANKMENT MATERIAL FREE OF ORGANIC SOIL AND DEBRIS CAN BE CONSIDERED ONSITE EMBANKMENT MATERIAL FREE OF ORGANIC SOIL AND DEBRIS CAN BE CONSIDERED FOR REUSE AS BACKFILL AND FILL, BUT MUST BE APPROVED BY GEOTECHNICAL ENGINEER. IMPORTED MATERIAL NEEDED MAY CONSIST OF SAND, SILTY SAND, CLAYEY SAND, SANDY LEAN CLAY OR LEAN CLAY, WITH A PLASTIC INDEX OF THESE MATERIALS NOT EXCEEDING 15, AND MUST BE APPROVED BY GEOTECHNICAL ENGINEER PRIOR TO BRINGING ON THE SITE.  8. PROPOSED CONTOURS ARE TO FINISHED SURFACE GRADE. PROPOSED CONTOURS ARE TO FINISHED SURFACE GRADE. 9. ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY TO ASSURE A SMOOTH FIT AND ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE ALONG MATCHING PAVEMENT AREA, OR OTHER SURFACES. 10. PROVIDE DE-WATERING MEASURES AS REQUIRED OR AS DIRECTED BY THE GEOTECHNICAL PROVIDE DE-WATERING MEASURES AS REQUIRED OR AS DIRECTED BY THE GEOTECHNICAL ENGINEER.
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WARNING:

AutoCAD SHX Text
THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN MAINTAINING THEIR SERVICE AND/OR RELOCATION OF LINES. THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002 AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE OWNER.
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TWIN CITY AREA: 651-454-0002 TOLL FREE 1-800-252-1166
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CALL BEFORE YOU DIG

AutoCAD SHX Text
1. INSTALL AND MAINTAIN SILT FENCE AROUND THE PERIMETER OF AREAS TO BE GRADED AS SHOWN ON THE INSTALL AND MAINTAIN SILT FENCE AROUND THE PERIMETER OF AREAS TO BE GRADED AS SHOWN ON THE EROSION AND SEDIMENT CONTROL PLAN. -ALL TEMPORARY STOCKPILES MUST HAVE SILT FENCE AROUND THEM TO TRAP SEDIMENT (INCIDENTAL). -INLET PROTECTION IS TO BE PROVIDED FOR ALL STORM WATER INLETS. 2. PHASE GRADING WORK TO MINIMIZE THE DURATION THAT ANY DISTURBED SOIL IS EXPOSED. PHASE GRADING WORK TO MINIMIZE THE DURATION THAT ANY DISTURBED SOIL IS EXPOSED. 3. PLACE A MINIMUM OF 3” OF TOPSOIL OVER AREAS WHEN GRADING IS COMPLETE. PLACE A MINIMUM OF 3” OF TOPSOIL OVER AREAS WHEN GRADING IS COMPLETE.  OF TOPSOIL OVER AREAS WHEN GRADING IS COMPLETE. 4. PLACE A MINIMUM OF 2 TONS/ACRE OF STRAW ON ALL AREAS AFTER REACHING FINAL GRADE WITH TOPSOIL AND PLACE A MINIMUM OF 2 TONS/ACRE OF STRAW ON ALL AREAS AFTER REACHING FINAL GRADE WITH TOPSOIL AND ANCHOR STRAW WITH EITHER A STRAIGHT DISK OR NETTING. 5. SEED AND MULCH OR PLACE SOD ON ALL DISTURBED AREAS WITHIN 7 DAYS OF ROUGH GRADING OR FINAL SEED AND MULCH OR PLACE SOD ON ALL DISTURBED AREAS WITHIN 7 DAYS OF ROUGH GRADING OR FINAL GRADING. 6. PROTECT DISTURBED AREAS (INCLUDING STOCKPILES) THAT ARE NOT COMPLETED BUT WILL REMAIN INACTIVE FOR PROTECT DISTURBED AREAS (INCLUDING STOCKPILES) THAT ARE NOT COMPLETED BUT WILL REMAIN INACTIVE FOR GREATER THAN 14 DAYS WITH MULCH, PLASTIC SHEETING, OR TEMPORARY SEEDING. 7. LOCATE SOIL OR DIRT STOCKPILES NO LESS THAN FIFTY (50) FEET FROM ANY ROADWAY, STORMWATER INLET, LOCATE SOIL OR DIRT STOCKPILES NO LESS THAN FIFTY (50) FEET FROM ANY ROADWAY, STORMWATER INLET, POND, WETLAND OR DRAINAGE CHANNEL.  IF REMAINING FOR MORE THAN SEVEN DAYS, STABILIZE THE STOCKPILES BY MULCHING, VEGETATIVE COVER, TARPS, OR OTHER MEANS.  CONTROL EROSION FROM ALL STOCKPILES BY PLACING SILT BARRIERS AROUND THE PILES.  TEMPORARY STOCKPILES LOCATED ON PAVED SURFACES SHALL BE COVERED IF LEFT FROM MORE THAN 24 HOURS. 8. REMOVE ANY SEDIMENT THAT HAS BEEN TRACKED ONTO PUBLIC STREETS WITHIN 24 HOURS. REMOVE ANY SEDIMENT THAT HAS BEEN TRACKED ONTO PUBLIC STREETS WITHIN 24 HOURS. 9. REMOVE ANY SPILL OF FUEL, OIL, OR OTHER CHEMICAL IMMEDIATELY UPON DETECTION. REMOVE ANY SPILL OF FUEL, OIL, OR OTHER CHEMICAL IMMEDIATELY UPON DETECTION. 10. COLLECT ALL CONSTRUCTION DEBRIS IN DUMPSTERS AND ROLL-OFF BOXES. COLLECT ALL CONSTRUCTION DEBRIS IN DUMPSTERS AND ROLL-OFF BOXES. 11. STORE CONSTRUCTION MATERIALS IN AN ORDERLY MANNER. STORE CONSTRUCTION MATERIALS IN AN ORDERLY MANNER. 12. INSPECT POLLUTION CONTROL MEASURES AS SPECIFIED IN THE SWPPP. INSPECT POLLUTION CONTROL MEASURES AS SPECIFIED IN THE SWPPP. 13. REPAIR SILT FENCES, INLET PROTECTION, GRAVEL CONSTRUCTION ENTRANCE(S), AND OTHER EROSION AND REPAIR SILT FENCES, INLET PROTECTION, GRAVEL CONSTRUCTION ENTRANCE(S), AND OTHER EROSION AND SEDIMENT CONTROLS AS NEEDED.  14. IF NECESSARY DEWATERING OR BASIN DRAINING ACTIVITIES OF TURBID OR SEDIMENT LADEN WATER SHALL BE IF NECESSARY DEWATERING OR BASIN DRAINING ACTIVITIES OF TURBID OR SEDIMENT LADEN WATER SHALL BE DISCHARGED TO A TEMPORARY OR PERMANENT SEDIMENTATION BASIN OR TREATED WITH THE APPROPRIATED BMP PRIOR TO ENTERING A SURFACE WATER.  ENERGY DISSIPATION MUST BE PROVIDED AT ALL DISCHARGE POINTS.  DEWATERING OR BASIN DRAINING ACTIVITIES MAY NOT CAUSE EROSION IN RECEIVING CHANNEL OR ADVERSELY IMPACT WETLANDS.  15. ALL LIQUID AND SOLID WASTES GENERATED BY CONCRETE WASHOUT OPERATIONS MUST BE CONTAINED IN A ALL LIQUID AND SOLID WASTES GENERATED BY CONCRETE WASHOUT OPERATIONS MUST BE CONTAINED IN A LEAK-PROOF CONTAINMENT FACILITY OR IMPERMEABLE LINER.  A COMPACTED CLAY LINER THAT DOES NOT ALLOW WASHOUT LIQUIDS TO ENTER GROUND WATER IS CONSIDERED AN IMPERMEABLE LINER. 16. TEMPORARY SEDIMENT BASINS MUST BE USED FOR COMMON DRAINAGE LOCATIONS THAT SERVE AN AREA WITH FIVE TEMPORARY SEDIMENT BASINS MUST BE USED FOR COMMON DRAINAGE LOCATIONS THAT SERVE AN AREA WITH FIVE (5) OR MORE ACRES DISTURBED AT ONE TIME IF IT'S LOCATED WITHIN ONE MILE OF AN IMPAIRED WATER.  IF IT'S NOT WITHIN 1 MILE OF AN IMPAIRED WATER, THE REQUIREMENT IS GREATER THAN TEN (10) ACRES DISTURBED. 17. ALL DISTURBED AREAS WITHOUT PERMANENT IMPERMEABLE SURFACES WILL BE VEGETATED FOR FINAL ALL DISTURBED AREAS WITHOUT PERMANENT IMPERMEABLE SURFACES WILL BE VEGETATED FOR FINAL STABILIZATION. 18. SILT FENCE, INLET PROTECTION, AND OTHER EROSION AND SEDIMENT CONTROL DEVICES SHALL BE REMOVED AFTER SILT FENCE, INLET PROTECTION, AND OTHER EROSION AND SEDIMENT CONTROL DEVICES SHALL BE REMOVED AFTER VEGETATION IS ESTABLISHED (INCIDENTAL). 19. INSPECTIONS SHALL BE CONDUCTED EVERY SEVEN DAYS AND WITHIN 24 HOURS AFTER A RAINFALL EVENT INSPECTIONS SHALL BE CONDUCTED EVERY SEVEN DAYS AND WITHIN 24 HOURS AFTER A RAINFALL EVENT EXCEEDING 0.5 INCHES IN A 24 HOUR PERIOD.  THE FOLLOWING SHALL BE COMPLETED DURING EACH INSPECTION: -RECORD DATE AND TIME OF INSPECTION. -RECORD RAINFALL RECORDS SINCE THE MOST RECENT INSPECTION. -INSPECT THE SITE FOR EXCESS EROSION AND SEDIMENTATION. -INSPECT THE SITE FOR DEBRIS, TRASH, AND SPILLS. -INSPECT TEMPORARY EROSION AND SEDIMENTATION CONTROL DEVICES. -INSPECT CONSTRUCTION ENTRANCES FOR SEDIMENT TRACKING ONTO  PUBLIC STREETS. PUBLIC STREETS. -RECORD RECOMMENDED REPAIRS AND MODIFICATIONS TO EROSION AND SEDIMENT CONTROLS. -RECOMMEND ANY NECESSARY CHANGES TO THIS SWPPP. -RECORD REPAIRS AND MODIFICATIONS IMPLEMENTED SINCE PREVIOUS  INSPECTIONS. INSPECTIONS. -INSPECT THE ADJACENT STREETS AND CURB AND GUTTER FOR SEDIMENT, LITTER, AND CONSTRUCTION DEBRIS. 20. THE FOLLOWING GUIDELINES WILL BE USED TO DETERMINE IF POLLUTION CONTROL DEVICES REQUIRE MAINTENANCE, THE FOLLOWING GUIDELINES WILL BE USED TO DETERMINE IF POLLUTION CONTROL DEVICES REQUIRE MAINTENANCE, REPAIR, OR REPLACEMENT: -IF SEDIMENT CONTROL DEVICES SUCH AS SILT FENCE ARE FILLED TO 1/3 THE HEIGHT OF THE FENCE, REMOVE ALL SEDIMENT WITHIN 24 HOURS OF DETECTION OR NOTIFICATION. -IF INLET PROTECTION DEVICES APPEAR PLUGGED WITH SEDIMENT, ARE FILLED TO 1/3 CAPACITY, OR HAVE STANDING WATER AROUND THEM, REMOVE THE SEDIMENT AND CLEAN OR REPLACE THE FILTER WITHIN 24 HOURS OF DETECTION OR NOTIFICATION. -IF THE GRAVEL CONSTRUCTION ENTRANCE(S) ARE FILLED WITH SEDIMENT EITHER REPLACE THE ENTRANCE OR ADD ADDITIONAL GRAVEL WITH 24 HOURS OF DETECTION OR NOTIFICATION. -IF SEDIMENT FROM THE SITE IS OBSERVED ON ADJACENT STREETS OR OTHER PROPERTIES, SHALL REMOVE THE SEDIMENT WITHIN 24 HOURS OF DETECTION OR NOTIFICATION. -IF SEDIMENT FROM THE SITE IS OBSERVED ON ADJACENT STREETS OR OTHER PROPERTIES, THE INSPECTOR SHALL IDENTIFY THE SOURCE AND DISCHARGE LOCATION  OF THE SEDIMENT AND INSTRUCT TO IMPLEMENT ADDITIONAL OF THE SEDIMENT AND INSTRUCT TO IMPLEMENT ADDITIONAL EROSION AND SEDIMENT CONTROLS AT THOSE LOCATIONS TO PREVENT FUTURE DISCHARGES. -IF BUILDING MATERIALS, CHEMICALS, OR GENERAL REFUSE IS BEING USED, STORED, DISPOSED OF, OR OTHERWISE MANAGED INAPPROPRIATELY, CORRECT SUCH DEFECTS WITHIN 24 HOURS OF DETECTION OR NOTIFICATION. -IF EXCESSIVE SEDIMENTS OR DEBRIS ARE OBSERVED AT THE FLARED END SECTION OUTFALLS, THE INSPECTOR SHALL DETERMINE THE SOURCE AND DISCHARGE LOCATIONS OF SUCH MATERIALS.  IF THE DISCHARGE HAS OCCURRED ON THE PROPERTY, REMOVE THE SEDIMENTS AND DEBRIS WITHIN 24 HOURS OF NOTIFICATION AND CORRECT THE SOURCE OF SUCH MATERIALS AS DIRECTED BY THE INSPECTOR. 
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THE CONTRACTOR SHALL BE RESPONSIBLE FOR CALLING FOR LOCATIONS OF ALL EXISTING UTILITIES. THEY SHALL COOPERATE WITH ALL UTILITY COMPANIES IN MAINTAINING THEIR SERVICE AND/OR RELOCATION OF LINES. THE CONTRACTOR SHALL CONTACT GOPHER STATE ONE CALL AT 651-454-0002 AT LEAST 48 HOURS IN ADVANCE FOR THE LOCATIONS OF ALL UNDERGROUND WIRES, CABLES, CONDUITS, PIPES, MANHOLES, VALVES OR OTHER BURIED STRUCTURES BEFORE DIGGING. THE CONTRACTOR SHALL REPAIR OR REPLACE THE ABOVE WHEN DAMAGED DURING CONSTRUCTION AT NO COST TO THE OWNER.
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1 CONTRACTOR SHALL FURNISH AND INSTALL A NEW 120V, 1PH, 3WIRE, 100A   CONTRACTOR SHALL FURNISH AND INSTALL A NEW 120V, 1PH, 3WIRE, 100A   CONTROL PANEL (NEMA 12). CONTRACTOR SHALL FURNISH AND INSTALL A NEW EMERGENCY DISCONNECT (NEMA 4X).
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1. ALL CONDUCTORS SHALL BE COPPER.  POWER AND INSTRUMENT CABLING SHALL BE ALL CONDUCTORS SHALL BE COPPER.  POWER AND INSTRUMENT CABLING SHALL BE IN SEPARATE CONDUITS.   2. FIELD ROUTE ALL CONDUITS.  UNDERGROUND FEEDERS SHALL BE SCHEDULED 40 PVC FIELD ROUTE ALL CONDUITS.  UNDERGROUND FEEDERS SHALL BE SCHEDULED 40 PVC AND SHALL BE INSTALLED WITH 24 INCHES CLEAR BELOW GRADE.  CONTRACTOR SHALL VERIFY ALL EQUIPMENT LOCATIONS AND COORDINATE FINAL INSTALLATION WITH OTHER TRADES. 3. CONTRACTOR SHALL VERIFY ALL WIRE AND CONDUIT SIZING PER NEC. CONTRACTOR SHALL VERIFY ALL WIRE AND CONDUIT SIZING PER NEC. 4. FURNISH AND INSTALL LOCAL MOTOR RATED DISCONNECT SWITCHES FOR ALL FURNISH AND INSTALL LOCAL MOTOR RATED DISCONNECT SWITCHES FOR ALL PROCESS MOTORS.
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